
KPS 120 CF NR CO2 (DK-SE-
NO)
BLAST CHILLER - FOR REMOTE CO2

PRODUCT SERIES: KPS
ITEM NUMBER: 860120067

BLAST CHILLER (CF) FOR REMOTE CO2 COOLING SYSTEMS.Room with factory fitted blast
chiller controller (master). Allows for integration of your own preferred slave controller. 
The integrated blast chiller controller (master) gives a signal to the super heat controller
(230V).

Provided and installed by cooling contractor:
Not factory fitted are:Super heat controller (slave)Expansion valve and coilPressure transmitter
and super heat sensorOther needed parts for the injection of refrigerant and controlling the
super heat

Solution available on request:
'No Room' solution available on request. Gram controller and evaporator unit only.

General description:
The KPS 120 blast chiller is available as roll-in or roll through units with one or two doors.
With two door models the food can be rolled from the kitchen directly into the blast chiller and
through for storage in refrigerated cold rooms. It is necessary to connect this unit to an external
drain.

EXTERIOR

White Finish

INTERIOR

Stainless

Refrigerant type: R744
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KPS 120 CF NR CO2 (DK-SE-NO)

TECHNICAL SPECIFICATIONS
Temperature range Power supply Chilling capacity (from +70°C to +3°C in 90 minutes)

0/+10°C 230V, 50Hz 120 kg

Dimensions internal (W x D x H)

1,430 mm x 1,030 mm x 2,030 mm

SHIPPING SPECIFICATIONS
Width (packed) Depth (packed) Height (packed) Volume (packed) Gross weight

1,630 mm 1,230 mm 2,130 mm 4.27 m3 260 kg

Please observe: It is necessary to connect this unit to an external drain. The product
is delivered unassembled in parts on 1 pallet (module 1) or 2 pallets (module 2)

Dimensional drawing coming soon
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