
JMA-B36W
Tiger rice cooker

ACCESSORIES INCLUDED
Measuring cup, Rice scoop

ITEM NUMBER: JMA-B36W
COUNTRY OF ORIGIN: JAPAN
BRAND: TIGER

The TIGER JMA-B36W is an microcomputer-controlled rice-cooker with a cooking
and warming capacity of 3.6 liter of raw rice. Designed to minimize rice waste by
preventing overcooking or burning and with the ability to keep the rice warm for
12 hours.

Microcomputer-controlled rice cooker
Smart rice cooker that automatically adjusts heat and cooking time for perfect
rice, prevents overcooking, reduces waste and saves energy
2 operation modes - normal and fast cooking
Cooking time, standard operation mode: 52-67 min
Cooking time, fast operation mode: 33-55 min (without absorb time)
Automatic keep-warm function
Lid opens with a handy push button
Non-stick inner pan with thickness of 1.8mm.
Three removable cleaning parts (inner pot, inner lid, and a tray to catch
condensation) that are easy to clean and maintain.
Stainless steel exterior

WARRANTY PERIOD

2 Years on Parts & Labour
EXTERIOR

Stainless Steel

INTERIOR

Stainless steel
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Hoshizaki Europe B.V.
Burgemeester Stramanweg 101
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The Netherlands

HEBV Amsterdam office T. +31 (0)20 691 8499
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JMA-B36W

TECHNICAL SPECIFICATIONS
Cooking and warming capacity Power supply Connection load

3.6 l 1/220-240V, 50/60Hz 1,385 W

SHIPPING SPECIFICATIONS
Width (packed) Depth (packed) Height (packed) Volume (packed) Gross weight Width Depth Height Net weight

424 mm 414 mm 429 mm 0.075 m3 10.4 kg 360 mm 426 mm 383 mm 8.3 kg

Disclaimer: Every effort has been made to ensure that the information contained in
this spec sheet is accurate at the time of publishing. Hoshizaki Europe BV assumes
no responsibility or liability for typographical errors or omissions or for any
misinterpretation of the information within the publication and reserves the right to
change without notice.
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Hoshizaki Danmark info@hoshizaki.dk

Hoshizaki Deutschland vertrieb@hoshizaki.de

Hoshizaki France info@hoshizaki.fr

Hoshizaki Iberia info@hoshizaki.es

Hoshizaki Italia commerciale@hoshizaki.it

Hoshizaki Middle East sales.ex@hoshizaki-europe.com
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Hoshizaki UK uksales@hoshizaki.uk
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