SERIE: BAKER 550
Baker GA 550 C DR CODICE ARTICOLO: 146552010

Retarder Prover Hoshizaki BAKER GA 550 L DR is a retarder prover with individual program

ACCESSORI INCLUSI
25 set di supporti per teglie

settings that can also operate as a storage refrigerator/freezer and a controlled
thawing cabinet. It is for tray slides 400 x 600mm, has a gross volume of 480 ltr
and a cabinet height of 2080-2130 mm. Legs are adjustable 130-180 mm.

Multifunctionel cabinet

Operates as a storage refrigerator/freezer, controlled thawing cabinet or
retarder prover

Air circulation system

Automatic fan cut out switch

Automatic defrost with re-evaporation of defrost water

Heavy duty cabinet and compressor compartment construction

Climate class 5 cooling system enduring up to +40°C ambient temperature
Exterior and interior of stainless steel AIS| 304

Reversible and self closing door with lock

Removable magnetic door gaskets with triple insulation area

LED lighting

25 sets of bakery tray supports

Pan-shaped inside base with rounded corners to catch fluids

Pedal door opener with overload protection

IP21 water protection

PERIODO DI GARANZIA RIVESTIMENTO ESTERNO

6 anni di garanzia su parti di Acciaio Inox AlSI 304
ricambio & manodopera

RIVESTIMENTO INTERNO
Acciaio Inox AlSI 304

Tipologia refrigerante: R290 / Refrigerante: 0,13 kg / Equivalente CO2:
0,39 kg
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Baker GA 550 C DR

SPECIFICHE TECNICHE

Dimensioni teglia (mm) |Intervallo di temperatura Volume lordo Alimentazione

Valori di allacciamento

Classe climatica

Capacita di
refrigerazione - a -30°C

400 x 600 -25/+40°C 4801 230V, 50Hz 1.400 W 5 491 W
SPECIFICHE DI TRASPORTO
Larghezza (con Profondita (con Altezza (con Volume (con Peso lordo Larghezza Profondita Altezza Peso netto
imballo) imballo) imballo) imballo)
700 mm 980 mm 2.270 mm 1,56 m3 140 kg 610 mm 895 mm 2.075 mm 124 kg

Esonero da responsabilita: Abbiamo cercato di garantire che le informazioni

contenute in questa scheda fecnica siano accurate al momento della

pubblicazione. Hoshizaki Europe BV non si assume alcuna responsabilita per

errori tipografici o omissioni o per qualsiasi interpretazione errata delle

informazioni all'interno della pubblicazione e si riserva il diritto di modificare le

stesse senza preavviso.
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HOSHIZAKI

Hoshizaki Belgium
Hoshizaki Danmark
Hoshizaki Deutschland
Hoshizaki France
Hoshizaki lberia
Hoshizaki ltalia
Hoshizaki Middle East

info@hoshizaki.nl
info@hoshizaki.dk
vertrieb@hoshizaki.de
info@hoshizaki.fr
info@hoshizaki.es

commerciale@hoshizaki.it

sales.ex@hoshizaki-europe.com

Hoshizaki Netherlands

info@hoshizaki.nl

Hoshizaki Norge
Hoshizaki Sverige
Hoshizaki UK

Paesi di esportazione
Altri paesi

salg@hoshizaki.no
orderSE@hoshizaki.dk

uksales@hoshizaki.uk
sales.ex@hoshizaki-europe.com
sales.ex@hoshizaki-europe.com

www.hoshizaki-europe.com
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